
CARATTERISTICHE TECNICHE • DONNEES TECHNIQUES • SPECIFICATIONS • CARACTERISTICAS TECNICAS

PORTATA
PORTEE
MAX PAYLOAD
CARGA UTIL
PESO A VUOTO
POIDS A VIDE
UNLOADED WEIGHT
PESO EN VACIO

MOTORE DIESEL LOMBARDINI
MOTEUR DIESEL LOMBARDINI
DIESEL ENGINE LOMBARDINI
MOTOR DIESEL LOMBARDINI
POTENZA
PUISSANCE
POWER
POTENCIA MOTOR

Dumper

Nr. CILINDRI
Nr. CYLINDRES
Nr CYLINDERS
Nr. CILINDROS

TRASMISSIONE MECCANICA
TRASMISSION MECANIQUE
MECHANICAL TRASMISSION
TRANSMISION MECANICA MEDIANTE CARDAN

MARCE AVANTI / RETRO
VITESSE AV/AR
FORWARD / REVERSE GEARS
VELOCIDADES ADELANTE / ATRAS

FRIZIONE MONODISCO A SECCO
EMBRAYAGE MONODISQUE A SEC
SINGLE DRY PLATE CLUTCH
EMBRAGUE MONODISCO EN SECO

VELOCITA’ MAX
VITESSE MAX
MAX SPEED
VELOCIDAD MAX

FRENI IDRAULICI SULLE 4 RUOTE
FREINS HYDRAULIQUES SUR LES 4 ROUES
BRAKES 4 WHEELS HYDRAULIC FOOTBRAKES
FRENOS HIDRAULICOS SOBRE LAS 4 RUEDAS

RUOTE MOTRICI
ROUES MOTRICES
WHEELS  DRIVE
RUEDAS MOTRICES

PNEUMATICI
PNEUS
TYRES
NEUMATICOS

3.000 Kg

1.500 Kg

9DL 625/2

HP 28,5

2

4/4

25 Km/h

4

12,5 / 18 pr.

LUCI DI LAVORO / LUCI PER CIRCOLAZIONE STRADALE / LAMPEGGIANTE
FEU DE TRAVAIL / ILLUMINATION POUR CIRCOLATION ROUTIER / GYROPHAR
WORKING LIGHTS / HEAD/STOP LIGHTS / SIGNAL LIGHTS FRONT AND REAR REVOLVING
LIGHT FIXED ON POLE
INSTALçLATION DE EQUIPO DE ALUMBRADO / DISPOSITIVO LUMINOSO GIRATORIO
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dumper Sprayer (turbomatic)

PORTATA POMPA
DEBIT DE LA POMPE
OUTPUT OF PUMP
BOMBA
PRESSIONE
PRESSION
DISCHARGE PRESSURE
PRESION

CAPACITA’ SERBATOIO
CAPACITE DU RESERVOIR
TANK CAPACITY
CAPACIDAD TANQUE
DIAMETRO TUBI
DIAM. TUYEAUX
HOSE INSIDE / OUTSIDE
DIAM. TUBO

Sprayer (turbomatic)

Nr. TUBI
Nr. TUYEAUX
HOSE REAL
Nr. TUBO

LANCE
LANCE
SPRAY GUN
LANZA

120 Lt./min.

50 atm

1.500 Lt.

ø13 mm / ø19 mm

2 (100 m lenght each)

2

MOTORE AUSILIARIO HATZ AVV. ELETTRICO
MOTEUR AUXILIAIRE HATZ  DEMARRAGE ELECTRIQUE
DIESEL AUXILIARY ENGINE HATZ ELECTRIC START
MOTOR DIESEL AUXILIAR HATZ  ARRANQUE ELECTRICO

1 D81 14.3 Hp


